
Heat shrink sleeves - top performer in corrosion prevention 
Denso Australia’s new Premier Shrink SleeveTM have an advanced butyl, rubber and hot melt based 
mastic adhesive. 
Used extensively worldwide for the protection of welded pipe joints and the repair of damaged 
factory coatings in pipeline construction, our range of heat shrink sleeves provide outstanding 
protection in any environment. 
Available in several grades, tested to meet the requirements of DIN EN 12068.
Premier Shrink SleevesTM are cost effective and easy to install with the help of a thermal indicator, 
which aids correct application every time. 
Premier Shrink SleevesTM also come with the added benefit of self-healing technology in the event of 
backfill damage. 
All Premier Shrink Sleeves are fully compatible with polyethylene, polypropylene, polyurethane, 
epoxy resin and bitumen factory coatings.
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•	 Provides proven 
corrosion prevention

•	 Thermal indicator 
aids correct 
application every 
time

•	 Compatible with 
most common pipe 
coatings

•	 High Quality field 
joint coatings

•	 Self-healing in the 
event of back fill 
damage

•	 No primer required
•	 Surface tolerant; no 

blast prep required
•	 Butyl Mastic Backed
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Our Premier Shrink Sleeves™ product range includes:
•	 Premier Shrink Sleeve 30 ST - Up to 30° Celsius,1.5mm 

thickness in width sizes 450mm and 600mm x 30m length.

•	 Premier Shrink Sleeve 50 ST - Up to 50° Celsius, 2.5mm 
thickness in width sizes of 450mm and 600mm x 30m length.

•	 Premier Shrink Sleeve 80 ST - Up to 80° Celsius, 2.5mm 
thickness in width sizes of 450mm and 600mm x 30m length.

•	 Custom widths and lengths are available upon request and 
subject to lead times.

Denso (Australia) Pty Ltd
77 – 95 National Boulevard, Campbellfield Vic 3061, Australia.
MELBOURNE •  SYDNEY • ADELAIDE • BRISBANE • PERTH

Tel: + 61 3 93567600  • Fax: + 61 3 9356 7699
Email: denso@densoaustralia.com.au • Web: www.densoaustralia.com.au


