
1.0 Scope

1.1	 This	specification	may	be	used	for	the	materials	and	
application	of	SeaShield Series	2020SP™	for	protection	
of	sheet	piles.

1.2	 This	specification	may	not	cover	all	circumstances.	
The	Engineer	shall	select	appropriate	sections	of	
the	specification	to	ensure	that	the	specification	is	
comprehensive	for	specified	work.	This	Specification	
Guide	does	not	constitute	a	risk	assessment.	We	
recommend	that	installation	is	carried	out	with	due	
regard	for	Health	and	Safety.

2.0 General Requirements

2.1	 Contractor	shall	comply	with	all	written	
recommendations	of	the	manufacturer	regarding	
application	of	the	specified	system.

2.2	 The	manufacturer	of	specified	materials	shall	be	
supplied	by	Denso	(Australia)	Pty	Ltd.	

3.0 Materials

3.1	 Denso	SeaShield™	Primer
3.1.1	 The	Denso	SeaShield™	Primer	shall	be	comprised	of	

saturated	petroleum	hydrocarbons	(petrolatum),	inert	
fillers	and	passivating	agents.

3.1.2	 The	primer	is	used	to	displace	moisture,	passivate	
surface	oxides	and	fill	surface	imperfections	on	
severely	corroded	areas.

3.1.3	 The	physical	specification	values	shall	meet	the	values	
given	on	the	data	sheet	for	the	Denso	SeaShield™ 

Primer.
3.2	 Denso	Mastic™

3.2.1	 The	Denso	Mastic™	shall	be	comprised	of	saturated	
petroleum	hydrocarbons	(petrolatum),	inert	fillers,	
reinforcing	fibers	and	thermal	extenders.

3.2.2	 Denso	Mastic™ shall	be	cold	applied	self-supporting	
Mastic	for	molding	around	irregular	shaped	fittings	
to	provide	a	suitable	profile	for	applying	the	Denso	
Marine	Piling	Tape™.

3.2.3	 The	physical	specification	values	shall	meet	the	values	
given	on	the	data	sheet	for	the	Denso	Mastic™.

3.3	 Denso	Marine	Piling	Tape™

3.3.1	 The	Denso	Marine	Piling	Tape™	shall	be	comprised	of	
a	non-woven	synthetic	fabric	carrier	fully	impregnated	
and	coated	with	a	neutral	petrolatum	based	compound	
with	inert	siliceous	fillers,	water	displacing	agents	and	
inhibitors.	It	is	backed	with	a	HDPE	film.

3.3.2	 The	Denso	Marine	Piling	Tape™	shall	have	a	character	
stable	in	composition	and	plasticity	over	a	wide	
temperature	range.	The	tape	shall	be	non-	hardening	
and	non-cracking.	The	tape	shall	accommodate	
vibration	and	extreme	movement	of	substrate.	
Superficial	oxidation	renders	surface	less	tacky.	Highly	
resistant	to	mineral	acids	and	alkalies.

3.3.3	 The	Denso	Marine	Piling	Tape™	shall	meet	the	physical	
specifications	values	listed	on	the	data	sheet.

3.4	 SeaShield 2020SP	Jacket
3.4.1	 The	SeaShield 2020SP	Jacket	shall	be	comprised	of	

High	Density	Polyethylene	(HDPE).	It	shall	be	new,	
seamless	virgin	material.	Use	of	reprocessed	resin	is	
prohibited.	The	sheet	shall	be	uniform	throughout,	free	
from	dirt,	oil	and	other	foreign	matter	and	free	from	
cracks,	creases,	wrinkles,	bubbles,	pin-holes	and	any	
other	defects	that	may	affect	its	service.

3.4.2	 The	SeaShield 2020SP	Jacket	is	used	to	prevent	
damage	to	underlying	Denso	Marine	Piling	Tape™. The 

jacket	will	be	custom	engineered	to	have	the	correct	fit	
for	the	profile	of	the	sheet	pile	wall.	The	jackets	shall	
be	manufactured	with	Denso	proprietary	equipment	to	
ensure	quality	fabrication.	

3.5	 Steel	 channel	 wall	 attachment	 system	 comprising	 of:	
41mmx41mmx2.5mm	thick	steel	channel,	square	channel	
washers,	nylon	isolation	shoulder	washers,	316	Stainless	
Steel	fasteners,	HDPE	clamp	base	and	HDPE	clamp	bar.	
For	bolted	applications,	grade	8.8	galvanised	bolts	will	
be	included.

3.6	 SeaShield™		Bolts,	Nuts	&	Washers
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3.7	 SeaShield™		Foam	Blocks
3.7.1	 SeaShield™ Foam	Blocks	shall	be	comprised	of	

polystyrene	and	wrapped	in	Marine	Piling	Tape	prior	to	
application.	

4.0 General Surface Preparation Requirements

4.1	 Remove	weld	spatter,	sharp	points	and	edges.
4.2	 Remove	 marine	 growth,	 loose	 rust,	 paint	 and	 foreign	

matter	by	hand	and	/or	power	tools.
4.3	 A	hydraulic	whirl	away	or	high-pressure	water	blasting	

may	be	used	to	prepare	the	surface.

5.0 Application 

5.1	Pre-assemble	steel	channel	wall	attachment	system	and	
jacket.	Apply	Denso	SeaShield	Primer	to	inside	of	
channel.	Place	square	washers,	isolation	washers	
and	stainless	bolt	arrangement	in	channel.	If	using	
bolted	arrangement	additional	galvanised	fasteners	
will	be	placed	within	holes	drilled	in	sde	of	channel.Fill	
remainder	of	channel	with	Denso	Mastic.	Place	HDPE	
clamp	parts	and	jacket	and	tighten	using	stainless	
washers	and	nuts.	Apply	end	cap	by	screwing	for	
HDPE	end	cap	or	welding	for	steel	end	cap.

5.2	Install	steel	channel	and	jacket.	Mark	location	of	channel	
placement	and	grind	areas	in	preparation	for	welding.	
Place	channel	using	location	jigs	and	tack	weld	in	
place.	Installing	a	welded	or	magnetic	support	at	the	
base	of	the	channel	to	support	the	weight	while	tack	
welding	is	recommended.	Stitch	weld	5mm	fillet	welds	
of	40mm	length	every	200mm	including	50mm	from	
the	top	and	bottom.	Welding	to	be	in	accordance	with	
AS1544.1	GP	or	similar.	Welding	to	take	care	not	to	
burn	through	steel	channel	wall.	Pre-qualification	weld	
with	plain	piece	of	steel	channel	shall	be	undertaken	
prior	to	full	welding.

For	bolted	options,	refer	to	project	specific	design.	If	using	
steel	end	caps,	stitch	weld	these	to	wall.

5.3	Apply	SeaShield	Primer	and	Denso	mastic	to	fill	any	joins	
in	sheet	pile	wall.

5.4	Apply	SeaShield	Primer	to	surface	of	wall	between	
channels	at	a	rate	of	1	litre	per	square	metre.	For	
underwater	application	SeaShield	Primer	may	be	
applied	to	the	face	of	the	Marine	Piling	tape	and	then	
pressed	against	the	steel	surface.	Apply	primer	to	
exposed	side	face	of	steel	channel	and	push	primer	in	
underneath	steel	channel	as	far	as	possible.

5.5	Cut	lengths	of	Marine	Piling	tape	corresponding	to	system	
protection	height.	Apply	in	vertical	strips	to	the	steel	
surface	as	well	as	the	exposed	face	of	the	steel	
channel.	Apply	with	55%	overlap	so	that	all	areas	have	
a	minimum	of	2	layers.	At	least	one	additional	layer	
shall	be	placed	on	the	flat	face	of	the	sheet	pile	outpan	
section.	Apply	from	top	to	bottom	smoothing	out	to	
remove	any	air	or	water	as	required.

5.6	Use	a	short	section	of	wrapped	foam	block	(foam	block	
test	piece)	pressed	against	the	surface	to	check	if	
additional	Marine	Piling	tape	is	required.	Where	there	
are	gaps	between	the	foam	block	test	piece	and	steel	

surface,	apply	additional	tape.	Check	that	the	flat	
section	on	sheet	pile	outpans	is	slightly	convex	or	add	
additional	layers	of	tape	if	required.

5.7	Wrap	foam	blocks	in	a	single	layer	of	Marine	Piling	tape	
including	top	and	bottom	faces.	Place	foam	blocks	
against	wall.

5.8	Close	jackets	and	tighten	using	SeaShield	hydraulic	
or	mechanical	tensioning	kit,	or	hand	tools.	A	small	
amount	of	Seashield	Primer	should	be	used	to	
lubricate	the	closure	flap	on	the	HDPE	jacket	to	assist	
tensioning.	Apply	SeaShield	primer	to	Bolt	threads.	
Tighten	bolts	using	hand	tools.	Use	of	impact	tools	is	
not	recommended	as	it	can	lead	to	thread	galling.

5.9	Install	protection	for	tie	back	heads,	end	treatment	
and	other	items	in	accordance	with	project-specific	
drawings. 

Figure 1: SeaShield 2020SP™ System cross-section. 

Note:	Detailed	drawing	and	instructions	are	provided	for	every 

project,	showing	layout	of	components,	installation	
instructions	for	special	items	such	as	tie-rod	covers,	top/

bottom	capping	plates	or	other	wall	features.	


